
ILLUMINA CCT WHITE  
GIMBAL DOWNLIGHT 12W

APPLICATIONS

• Ideal for any residential or commercial  
interior space

A high powered recessed gimbal downlight, it features a matt 
white powder coated finish with an aluminium heatsink for 
greater heat distribution. Outputting a maximum of 1000 lumens, 
this stylish downlight is perfect for lighting up different areas of 
your home.  

• Perfect for new or retro-fit installations with a standard 90mm hole cut-out.

• Easily change colour temperature (CCT) from warm white 3000K, cool 
white 4000K to natural light 5700K. 

• Matt white housing with a clear diffuser

• Recessed Gimbal design with an adjustable beam angle

• IP44 rated - Front Fascia ONLY

• IC-F and IC-4 rated - Can be safely covered and abutted to building 
insulation.

• SAA approved with integrated dimmable driver.

• Aluminium heat sink for great heat distribution

• Dimmable with universal dimmers. A trailing edge dimmer is recommended 
for best performance.

• COB LED for superior light output (Chip On Board).
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MODEL COLOUR DESCRIPTION BOX SIZE GROSS WEIGHT BOX QTY BARCODE/TUN

RETAIL
BOX

22269/05 White Illumina CCT
LED Downlight

W125 x H90  
x D140 mm 0.22 kg 1 pc

OUTER 
CTN

22269/05 White Illumina CCT
LED Downlight

W300 x H380  
x D390 mm 7.60 kg 20 pc

INSTALLATION

Must be installed by a licensed electrician
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ILLUMINA CCT WHITE  
GIMBAL DOWNLIGHT 12W

TECHNICAL SPECIFICATIONS

Operating voltage: 220-240V / 50Hz

Class: Class II (2)

Wattage: 12W Total

Lumens: 900 Total lumens (3000K)
1000 Total lumens (4000K)
950 Total lumens (5700K)

Colour temperature: 3000°K (Warm white)
4000°K (Cool white)
5700°K (Natural)

Beam angle: 45 degrees

Colour rendering index: >80

Power factor: >0.90

Dimmable: Yes

Rated lifetime: 30,000hrs @25°C Ambient
(When covered with thermal insulation)

Construction: High grade aluminum construction 

Operating temperature: TA: 25 degrees Celsius

Warranty: 3 year replacement

Standards: AS/NZS 60598.1
AS/NZS 60598.2.2
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